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IWARNING
Always obey all applicable safety rules.

Be sure the vehicle is not running and wheel chocks have been applied.

OTR Sidewall Protector

- 15/16" socket and ratchet   -  Torque Wrench with a capacity greater than 160 ft. lbs.
- Blue thread lock (recommended)

- Argonics mounting flange   -  Sidewall Protector panels
- Mounting hardware    

Installation Tools Required (Not Included)

What's Included

Assembly Breakdown

Thank you for purchasing the Argonics OTR Sidewall Protector. This innovative system is designed to be a 
sacrificial component that will protect your expensive OTR tire sidewalls from catastrophic failure due to 
sidewall cuts and will also protect your tires from degradation from the sun's harmful rays.

Note: The Argonics OTR Sidewall Protector is designed to work best with tires that are inflated to manufacturers' 
specifications. Running with under-inflated tires could affect the product's performance.
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Assembly Breakdown

Ass'y
Quantity

Ass'y
Quantity

Ass'y
Quantity

Weight, 
ea. (lb.)

Weight, 
ea. (lb.)

Weight, 
ea. (lb.)

Part Number

Part Number

Part Number

Description

Description

Description

Number

Number

Number

1 TP-OTR-29525-1-B93 Protector panels 8 15.30
2 TP-OTR-MF3525 Mounting flange 1 131.00
3 WASH-0.62-L Washer, .625” 32 0.01
4 BOLT-0.63X2-UNC Bolt, .625” UNC x 2” long 32 0.06
5 WASH-0.62-F-SAE-ZINC Washer, 5/8” SAE Flat 32 0.03

1 TP-OTR-356533-1-B93 Protector panels 8 20.50
2 TP-OTR-MF3533 Mounting flange 1 206.00
3 WASH-0.62-L Washer, .625” 32 0.01
4 BOLT-0.63X2-UNC Bolt, .625” UNC x 2” long 32 0.06
5 WASH-0.62-F-SAE-ZINC Washer, 5/8” SAE Flat 32 0.03

1 TP-OTR-456545-1-B93 Protector panels 10 28.10
2 TP-OTR-MF4545 Mounting flange 1 339.00
3 WASH-0.62-L Washer, .625” 40 0.01
4 BOLT-0.63X2-UNC Bolt, .625” UNC x 2” long 40 0.06
5 WASH-0.62-F-SAE-ZINC Washer, 5/8” SAE Flat 40 0.03

Size 29.5R25 - Assembly Part #TP-OTR-29525-0-B93

Size 35/65R33 - Assembly Part #TP-OTR-356533-0-B93

Size 45/65R45 - Assembly Part #TP-OTR-456545-0-B93

Ass'y
Quantity

Weight, 
ea. (lb.)

Part Number DescriptionNumber

1 TP-OTR-8756529-1-B93 Protector panels 8 18.25
2 TP-OTR-MF3529 Mounting flange 1 147.00
3 WASH-0.62-L Washer, .625” 32 0.01
4 BOLT-0.63X2-UNC Bolt, .625” UNC x 2” long 32 0.06
5 WASH-0.62-F-SAE-ZINC Washer, 5/8” SAE Flat 32 0.03

Size 875/65R29 - Assembly Part #TP-OTR-8756529-0-B93

Reference drawing on page 2
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Important Information

I Designed for 5-piece wheel

I Properly inflate tires

I Do not operate with a missing panel

Argonics' OTR Sidewall Protector is designed to work with a 5-piece wheel. If you have a 3-piece 
wheel you will need to purchase a bead band from your tire shop.

Before installing the OTR Sidewall Protector, please read the install guide completely and pay special 
attention to the notes below.

The Argonics OTR Sidewall Protector is designed to work best with tires that are inflated to 
manufacturers' specifications. Running with under-inflated tires could affect the product's performance.

If a panel becomes damaged or ripped off during normal operation, it is extremely important to 
replace the panel before you operate the equipment. If you do not have an extra panel on hand, it 
is advised that you remove all panels before continuing. Replace bolts in flange to prevent threads 
from becoming damaged. You may want to install .625" x 1" bolts instead to ensure bolts do not 
stick out beyond flange.



Page 5

Installation

Step One: Mounting Flange Installation

Note: Mounting flange should only be 
installed by a certified OTR Tire Service 
Technician.

Replace the outer flange of the OTR 
wheel with the Argonics mounting flange.

Once the mounting flange has been 
installed and the tire is re-mounted on the 
equipment and reinflated, you are ready to 
begin installing the OTR sidewall protector 
panels.

Step Two: 

Starting with the bottom panel, place the 
bolts and washers in the 2 outer mounting 
holes in the panels and thread them into the 
mounting flange, leaving them loose.

Be careful not to cross-thread the bolts.
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Installation

Step Four: 

Torque each bolt to 160 ft. lbs.

Note: After operating for 16-24 hours, re-
check the torque.

Step Three: 

Repeat the process with the remaining 
panels.

After all panels have been installed, go 
back and insert the inner 2 bolts and washers 
into the center holes of each panel.
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Installation

Your OTR Sidewall Protector is now 
installed.



Other Quality Products From Argonics

THE MOST RELIABLE AND COST-EFFECTIVE SKIRTING AVAILABLE

MADE WITH KRYPTANE® POLYURETHANE
Argonics formulates unique proprietary Kryptane polyurethane materials tailored to meet the demands of 
your wear application, whether it be sliding or impact abrasion, sticking or corrosion.

BENEFITS OF ARGONICS POLYURETHANE SKIRTING:

• 6 - 10 times the wear life over rubber

• 60% lower coefficient of friction compared to rubber, which reduces drag on conveyor motor

• Will not groove your conveyor belt when installed correctly

FOLD-N-SEAL™

If you’re looking for a quality multi-sealing conveyor skirting solution that isn’t 
hard on your budget, look no further: Fold-n-Seal is your answer.

Fold-n-Seal gives you the best of both worlds: material and dust containment 
in one unique solution. The primary seal keeps the material where it should 
be – on the belt. The secondary seal keeps dust and particulate material under 
control.

SNAP-LOC™ DUST SEAL

Snap-Loc is the gold standard for dust containment skirting. This straight-for-
ward, no-nonsense design for dust control snaps into standard unistrut railing 
that can be bolted or welded into place.

Snap-Loc Dust Seal is engineered to create a perfect seal that follows the con-
tours and low spots of the belt between trough rollers. No additional adjust-
ments are needed for the life of the seal, saving you in both cost and hours of 
maintenance.

LOAD ZONE CONTAINMENT SKIRTING

Designed to do one thing and do it well: contain material at the transfer points 
on your belt line. The extra-rugged reinforced design with 1∕4" steel means that 
our Containment Skirting is extremely effective in reducing spillage, resulting 
in reduced clean-up labor.

Containment skirting is available with either a flat or 20° beveled edge, and in 
60" and 96" lengths. Varying heights and thicknesses available.

The Argonics Nested Triangle logo, Kryptane®, Fold-n-Seal™, Wedge-Loc™, and Snap-Loc™ 
are trademarks or registered trademarks of Argonics, Inc.  Patents: 6,056,112; 7,441,647; 5,979,638  ©2020

520 9th Street • Gwinn, MI 49841 
906.226.9747  800.991.2746  f: 906.226.9779 

www.argonics.com


